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FED. ROAD DIST. NO. iILLINOIS[ FED. AID PROJECT

CONTRACT NO. 76300

DESCRIPTION OF STABILIZATION PRACTICES DURING CONSTRUCTION: DESCRIPTION OF STRUCTURAL PRACTICES AFTER FINAL GRADING:
1. DURING CONSTRUCTION, AREAS OUTSIDE THE CONSTRUCTION LIMITS AS OUTLINED PREVIOUSLY HEREIN SHALL BE 1. TEMPORARY EROSION CONTROL SYSTEMS SHALL BE LEFT IN PLACE WITH PROPER MAINTENANCE UNTIL PERMANENT EROSION
PROTECTED. THE CONTRACTOR SHALL NOT USE THIS AREA FOR STAGING ( EXCEPT AS DESCRIBED ON THE PLANS AND CONTROL IS IN PLACE AND WORKING PROPERLY AND ALL PROPOSED TURF AREAS SEEDED AND ESTABLISHED.
DIRECTED 8Y THE ENGINEER), PARKING OF VEHICLES OR CONSTRUCTION EQUIPMENT, STORAGE OF MATERIALS, OR
: ’ ’ 2. ONCE PERMINANT EROSION CONTROL SYSTEMS AS PROPOSED IN THE PLANS ARE FUNCTIONAL AND ESTABLISHED,
OTHER CONSTRUCTION RELATED ACTIVITIES. TEMPORARY ITEMS SHALL BE REMOVED, CLEANED UP, AND DISTURBED TURF RESEEDED.
{a.) WITHIN THE CONSTRUCTION LIMITS, AREAS WHICH MAY BE SUSCEPTIBLE TO EROSION AS DETERMINED BY THE ENGINEER M co RUC .
SHALL REMAIN UNDISTURBED UNTIL FULL SCALE CONSTRUCTION IS UNDERWAY TO PREVENT UNNECESSARY SOIL EROSION. AINTENANCE AFTER NSTRUCTION:
t. CONSTRUCTION IS COMPLETE AFTER ACCEPTANCE BY I.D.0.T. FINAL INSPECTION. MAINTENANCE UP TO THIS DATE
(b.) EARTH STOCKPILES SHALL BE TEMPORARILY SEEDED IF THEY ARE TO REMAIN UNUSED FOR MORE THAN FOURTEEN DAYS. WILL BE BY THE CONTRACTOR.
{C.) AS CONSTRUCTION PROCEEDS, THE CONTRACTOR SHALL INSTITUTE THE FOLLOWING AS DIRECTED BY THE ENGINEER: MISCELLANEQOUS:
1. PLACE TEMPORARY EROSION CONTROL FACILITIES AT LOCATIONS SHOWN ON THE PLANS. L. TEMPORARY DITCH CHECKS SHALL BE LOCATED AS SHOWN ON THE EROSION CONTROL PLAN.
I1.  TEMPORARILY SEED ERODABLE BARE EARTH ON A WEEKLY BASIS TO MINIMIZE THE AMOUNT OF ERODABLE SURFACE 2. TEMPORARY DITCH CHECKS, AGGREGATE USES GRADING NO. 3- REMOVE AT END OF CONSTRUCTION.
AREA"WITHIN THE CONTRACT LIMITS.
3. TEMPORARY EROSION CONTROL SEEDING SHALL BE APPLIED AT A RATE OF 100 LBS/ACRES.
= ITI. CONSTRUCT ROADSIDE DITCHES AND PROVIDE TEMPORARY EROSION CONTROL SYSTEMS.
- 4. MULCH METHOD 1 AS APPLIED TO TEMPORARY SEEDING SHALL CONFORM TO SECTION 251 OF THE STANDARD SPECIFICATIONS.
=2 | IV. TEMPORARILY DIVERT WATER AROUND PROPOSED CULVERT LOCATIONS.
- 5. CONSTRUCT PERIMETER EROSION CONTROL AT BEGINNING OF CONSTRUCTION. REMOVE AT END OF CONSTRUCTION.
(ELEE V. BUILD NECESSARY EMBANKMENT AT CULVERT LOCATIONS AND THEN EXCAVATE AND PLACE CULVERT.
6. ALL EROSION CONTROL PRODUCTS FURNISHED SHALL BE SPECIFICALLY RECOMMENDED BY THE MANUFACTURER FOR THE USE
VI. CONTINUE BUILOING UP THE EMBANKMENT TO THE PROPOSED GRADE WHILE AT THE SAME TIME, PLACING PERMANENT SPECIFIED IN THE EROSION CONTROL PLAN. PRIOR TO THE APPROVAL AND USE OF THE PRODUCT, THE CONTRACTOR SHALL
CONTROL SUCK AS RIPRAP DITCH LINING AND CONDUCTING FINAL SHAPING TO THE SLOPES. SUBMIT TO THE ENGINEER A NOTARIZED CERTIFICATION BY THE PRODUCER STATING THE INTENDED USE OF THE PRODUCT

AND THAT THE PHYSICAL PROPERTIES REQUIRED FOR THIS APPLICATION ARE MET OR EXCEEDED. THE CONTRACTOR SHALL
(d.) EXCAVATED AREAS AND EMBANKMENT SHALL BE PERMANENTLY SEEDED IMMEDIATELY AFTER FINAL GRADING. IF NOT,

THEY SHALL BE TEMPORARILY SEEDED IF NO CONSTRUCTION ACTIVITY IN THE AREA IS PLANNED FOR 7 DAYS. 7. REFER TO EROSION CONTROL GENERAL NOTES ON SHEET 101 FOR AODITIONAL REQUIREMENTS.

(e.) CONSTRUCTION EQUIPMENT SHALL BE STORED AND FUELED ONLY AT DESIGNATED LOCATIONS. ALL NECESSARY MEASURES
SHALL BE TAKEN TO CONTAIN ANY FUEL OF OTHER POLLUTANT IN ACCORDANCE WITH EPA WATER QUALITY REGULATIONS,
LEAKING EQUIPMENT OR SUPPLIES SHALL BE IMMEDIATELY REPAIRED OR REMOVED FROM THE SITE.

THIS PLAN HAS BEEN PREPARED TO COMPLY WITH THE PROVISIONS OF THE NPDES PERMIT NUMBER ILR10, ISSUED BY THE ILLINOIS
ENVIRONMENTAL PROTECTION AGENCY FOR STORM WATER DISCHARGES FROM CONSTRUCTION SITE ACTIVITIES.

I CERTIFY UNDER PENALTY OF LAW THAT THIS DOCUMENT AND ALL ATTACHMENTS WERE PREPARED UNDER MY DIRECTION OR SUPERVISION

(f.) THE RESIDENT ENGINEER SHALL INSPECT THE PROJECT DAILY DURING CONSTRUCTION ACTIVITIES. INSPECTION SHALL IN ACCORDANCE WITH A SYSTEM DESIGNED TO ASSURE THAT QUALIFIED PERSONNEL PROPERLY GATHERED AND EVALUATED THE INFORMATION

ALSO BE DONE WEEKLY AND AFTER RAINS OF 1/2 INCH OR GREATER OR EQUIVALENT SNOWFALL AND DURING THE WINTER
SUBMITTED, BASED ON MY INQUIRY OF THE PERSON OR PERSONS WHO MANAGE THE SYSTEM, OR THOSE PERSONS DIRECTLY RESPONSIBLE

SHUTDOWN PERIOD. ~THE PROJECT SHALL ADDITIONALLY BE INSPECTED BY THE CONSTRUCTLON FIELD ENGINEER ON A FOR GATHERING THE INFORMATION, THE INFORMATION SUBMITTED IS, TO THE BEST OF MY KNOWLEDGE AND BELIEF, TRUE, ACCURATE AND

BI-WEEKLY BASIS 70 DETERMINE THAT EROSION CONTROL EFFORTS ARE IN PLACE AND EFFECTIVE AND IF OTHER COMPLETE. T AM AWARE THAT THERE ARE SIGNIFICANT PENALTIES FOR SUBMITTING FALSE INFORMATION, INCLUDING THE POSSIBILITY OF

EROSION CONTROL WORK IS NECESSARY. FINE AND IMPRISONMENT FOR KNOWING VIOLATIONS.

(g) SEDIMENT COLLECTED DURING CONSTRUCTION OF THE VARIOUS TEMPORARY EROSION CONTROL SYSTEMS SHALL BE DISPOSED ERO S T CONTROL NOTES:
OF ON THE SITE ON A REGULAR BASIS AS DIRECTED B8Y THE ENGINEER. THE COST OF THIS MAINTENANCE SHALL 3 ROSION AND SEDIMEN 0 L T1E
INCLUDED IN THE UNIT BID PRICE FOR EARTH EXCAVATION. 1. STRAW BALES, HAY BALES, PERIMETER EROSION BARRIER AND SILT FENCES WILL NOT BE

PERMITTED FOR TEMPORARY OR PERMANENT DITCH CHECKS. DITCH CHECKS WILL BE

(h}  THE TEMPORARY EROSION CONTROL SYSTEMS SHALL BE REMOVED AS DIRECTED BY THE ENGINEER AFTER USE IS NO COMPOSED OF AGGREGATE, SILT PANELS, ROLLED EXCELSIOR, URETHANE FOAM/GEOTEXTILE
LONGER NEEDED OR NO LONGER FUNCTIONING, THE COST OF THIS REMOVAL SHALL BE INCLUDED IN THE UNIT BID (SILT WEDGES), EARTH MEDIAN AND/OR OTHER MATERIAL APPROVED BY THE EROSION AND
PRICE FOR TEMPORARY EROSION CONTROL SYSTEM. SEDIMENT CONTROL COORDINATOR.

2. TEMPORARY DITCH CHECKS, GEOTEXTILES, ROLLED EXCELSIOR, SILT WEDGES, SILT PANELS
SHALL BE LOCATED AT EVERY 1.5’ FALL/RISE IN THE DITCH GRADE.

3. TEMPORARY DITCH CHECKS, AGGREGATE USES GRADING *3 - REMOVE AT END OF
CONSTRUCTION.

4. TEMPORARY EROSION CONTROL SEEDING SHALL BE APPLIED AT THE RATE OF 100 LBS. PER
ACRE, TEMPORARY SEEDING AND MULCH SHALL BE COMPLETED ON A WEEKLY BASIS ON
EXPOSED GROUND AND SHALL BE IN ACCORDANCE WITH SECTION 280 OF THE STANDARD
SPECIFICATIONS.

5. MULCH METHOD 1 AS APPLIED TO TEMPORARY SEEDING SHALL COMFORM TO SECTION 261 OF
THE STANDARD SPECIFICATIONS. MULCH WILL NOT BE PAID FOR SEPARATELY, BUT SHALL BE
INCLUDED IN THE PRICE FOR TEMPORARY SEEDING.

, 6. CONSTRUCT THE PERIMETER EROSION CONTROL AT THE BEGINNING OF CONSTRUCTION; REMOVE
| AT THE END OF CONSTRUCTION. ALL TEMPORARY EROSION CONTROL PRACTICES SHOULD BE
REMOVED AT THE END OF CONSTRUCTION.

i 7. ALL THE EROSION CONTROL FURNISHED SHALL BE SPECIFICALLY RECOMMENDED BY THE
MANUFACTURER FOR THE USE SPECIFIED IN THE EROSION CONTROL PLAN, PRIOR TO THE
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